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MATCH LINE SEE SHEET C24

PAD ELEVATION TO BE 8"
BELOW FINISHED FLOOR ELEVATION

NOTE:

1. PROPOSED DRY UTILITIES ARE NOT SHOWN ON
THE PLANS AT THIS TIME.

2. SEE SANITARY PLAN AND PROFILES, SHEETS C29
THROUGH C31 FOR SANITARY DETAILS.

3. SEE SHEET C43 FOR COVER AND PIPES MATERIAL
REQUIREMENTS FOR CROSSING.

4. SEE SHEET C43 FOR UTILITY SEPARATION NOTES.

5. CONTRACTOR SHALL SUBMIT A DETAILED
MAINTENANCE OF TRAFFIC PLAN TO FLORIDA
DEPARTMENT OF TRANSPORTATION FOR THEIR
APPROVAL FOUR WEEKS PRIOR TO
COMMENCEMENT OF CONSTRUCTION.
MAINTENANCE OF TRAFFIC SHALL BE IN
ACCORDANCE WITH CURRENT FLORIDA D.O.T.
STANDARDS, ESPECIALLY 600 SERIES INDEX OF
THE DESIGN STANDARDS AND THE "MANUAL OF
UNIFORM TRAFFIC CONTROL DEVICES."

6. CONTRACTOR TO INSTALL IRRIGATION SLEEVING
CONCURRENT WITH OTHER UNDERGROUND
UTILITY INSTALLATION. PLEASE REFER TO THE
LANDSCAPE AND IRRIGATION PLANS FOR
IRRIGATION SLEEVING REQUIREMENTS AND
LOCATIONS.

7. CONTRACTOR TO VERIFY SIZE, MATERIAL, DEPTH,
AND LOCATION OF EXISTING UTILITIES PRIOR TO
ORDERING CONNECTION MATERIALS.


